CONSIGNOR COMPANY LETTERHEAD


LETTER OF INDEMINITY RELATED TO SPECIAL PROVISION 965 COMPLIANCE

	Consignor Contact Person
	

	Consignor Telephone
	

	Place
	

	Date
	

	Booking nr.
	

	Container nr.
	

	Number and kind of packages
	

	Description of goods
	


The undersigned, hereby declares that:
· The contents of this consignment are fully and accurately described above by the Proper Shipping Name, and are classified, packaged, marked and labelled/placarded and are in all respects in proper condition for transport according to the applicable international and national governmental regulations; and
· The goods described above have been packed/ loaded into the container/vehicle identified above in accordance with the applicable provisions; and
· This consignment is fully in compliance with the relevant conditions of Special Provision 965 of the IMDG Code Amendment 42-24:
	1. When transported in cargo transport units, the cargo transport units shall provide an adequate exchange of air in the unit (e.g. by using a ventilated container, open-top container or container in one door off operation) to prevent the build-up of an explosive atmosphere. Alternatively, these entries shall be transported under temperature control in refrigerated cargo transport units that comply with the provisions of 7.3.7.6. When cargo transport units with venting devices are used, these devices shall be kept clear and operable. When mechanical devices are used for ventilation, they shall be explosion-proof to prevent ignition of flammable vapours from the substances.

2. The provisions of .1 do not apply if:

1. the substance is packed in hermetically sealed packagings or IBCs, which conform to packing group II performance level for liquid dangerous goods according to the provisions of 6.1 or 6.5, respectively; and

2. the marked hydraulic test pressure exceeds 1.5 times the total gauge pressure in the packagings or IBCs determined at 55°C for the respective filling goods according to 4.1.1.10.1.

3. Where the substance is loaded in closed cargo transport units, the provisions of 7.3.6.1 shall be met.

4. Cargo transport units shall be marked with a warning mark including the words “CAUTION – MAY CONTAIN FLAMMABLE VAPOUR” with lettering not less than 25 mm high. This mark shall be affixed at each access point in a location where it will be easily seen by persons prior to opening or entering the cargo transport unit and shall remain on the cargo transport unit until the following provisions are met:

1. the cargo transport unit has been completely ventilated to remove any hazardous concentration of vapour or gas;

2. the immediate vicinity of the cargo transport unit is clear of any source of ignition; and

3. the goods have been unloaded.


NAME AND SIGNATURE OF PACKING COMPANY / PERSON:


